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The basic assessment of ceramics in heat engines is that extensive application is feasible and
extremely important. But, it must be realized that it will have to be a large undertaking. The
existance of foreign competition makes this a critical undertaking for the economic well being of the
nation, as well as from a military capability standpoint. Feasibility is shown by the success of
various components in the different demonstration programs which were often not totally successfu!
because of the ambitious, complex nature of these programs. The importance of ceramics for heat
engines is demonstrated by the impact of ceramic usage on consumption of both fuel and strategic
metals, as well as by its potential impact on large industrial sectors in the United States and the serious
economic competition with Europe and especially Japan. Both the Synfuels and very large scale
integrated electronic programs are cited as useful references for economic perspective. It is suggested
that ceramics in heat engines deserves and requires a national effort.

The immediate need from the tarrett program is to determine the extent of success of ceramic
bladed metal rotors. This has potential practical payoff since in some applications ceramic blades may
be used as the only ceramic components in a metal engine with over 50'r of the benefit of using
ceramics as both blades and vanes. Hiowever, since ceramic static hardware has an important contri-
bution to make, solutions to the static hardware problems, much of which appears to be due to contact
stresses between ceramicomponents, must be sought. .

While major demonstration-programs have been, and continue to be, important the major need is for
less glamorous "'nuts and bolts" programs. The most critical longer range and broader of these needs is
to develop manufacturing technolog of existing ceramics, since this is the key to reliability, cost, as
well as maintaining U.S. firms in the field. This is seen as a large undertaking requiring substantital
investment. Part of this manufacturing effort should be coupled with design iteration efforts noted
below. It is also clear that substantial fundng must be made directly to the ceramic manufacturers
involved.

Two other related needs ihe in the material and design area. Broader development of a spectrum
of advanced ceramics is needed to cover the spectrum of engine needs, including greater emphases on
materials for piston engints. E-Nlution of existing materials, development of advanced materials, and
seeking new materials are needed. Present work on carbon-carbon materials, which are seen as possible
candidates, primarily for short life engines, is judged to be on an appropnate level at this time.

Design capabilit, and versatilitv must be improved emphasi.ing specific problems in conventional
design. This includes impro%ing contact as well as thermal stress analysis. However, the most central
need is design verification, i.e. including testing to failure, and subsequent design iteration. Considera-
tion should also be given to trade-offs between ceramic coatings and monolithic ceramics, broader
ranges of ceramic components, and combined cycles and systems. While novel designs, e.g. using blades
in compression. could he useful, they need more basic level R& 1) invrstigation and more understanding
of material behavior. Aome of these programs require paritcular coordination and administration
considerations. For example, the design iteration and manufacturing reliability efforts should be
coupled and mu,'h of the materials devleopment work should be coupled with hardware/design test
programs. Similarl\y use of cramic coatings on metal vanes with ceramic blades deserves serious
considerati(,n.
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FOREWORD

The views, conclusions, recommendations and opinions

in this report are those of the author and do not neces-

sarily reflect policy or attitudes of either the Navy or

ARPA. The author wishes to acknowledge the extensive

aid of many people, too numerous to cite, for their aid

in preparing this report.
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AN ASSESSMENT OF THE USE OF CERAMICS IN
HEAT ENGINES

iI. INTRODUCTION

A. Background

DARPA has funded major programs to demonstrate
that ceramics can be successfully used in turbine engines,
and hence greatly improve their performance. While the two
primary programs, the Ford /Westinghouse /Army and the Gar-
retc/Navy prog-tams made substantial progress, neither
resulted in completely successful engine demonstrations.
Following problems in the Garrett program that appeared to
preclude reaching the demonstration goal of 50 hours, the
author was tasked by DARPA to conduct an assessment of using
ceramics in heat engines. The starting point of this
assessment was why the recent Garrett/Navy program failed to
reach its demonstration goals. However, the assessment was
directnd to go well beyond this and consider the -application
ot ceramics to heat engines in general, not just tur-
bine en-ines. This broader context was also to consider the
spectrum of materials issues, e.g. the possible use of
carbon-carbon materials. While greater emphasis is placed
on materials and uses more pertinent to DoD applications,
commercial and consumer applications are also addressed.

Before proceeding to the assessment, a few words
about the methodology, then some background on ceramics in
heat engines are given. With regard to the methodology, a
day long meeting was held at Garrett focusing on the prob-
lems encountered in their DARPA program. Participants at
this meeting included most persons having had extensive
contact with the program. Following this, the author made
extensive visits to most of the ma or organizations in this
area and made extensive contact with individuals by letter,
phone, and at meetings. Since the topic is very broad, the
purpose of the text is to provide key backg -round informa-
tion. It is not possible to provide extensive documentation
and background on all conclusions and recommendations.

Manuscript .4ubmitted February 17, 1981.



B. Ceramics for Heat Engines

The primary motivations for using ceramics in heat
engines are their potential for improvement in performance
(i.e. increase efficiency and/or power) reduction in cost,
and reduction in use of scarce materials. * Use of ceramics
may also provide chemical benefits, e.g. multi-fuel capabil-
ity, a-d reduced erosion/corrosion for longer life. The
extent of the payof f in each of these areas depends on the
particular application. Significant attention has been
appropriately focused on key hot section components; pri-
marily vanes or nozzles and blades in turbine engines, and
pistons or piston caps and cylinder liners in diesel en-
gines. Such components can make large impacts in power per
unit weight or volume and/or fuel efficiency, e.g. 30-50%9
improvement in the latter. However, a variety of lesser,
but nonetheless, important potential advantages can accrue
from the use of a variety of other components including
shrouds, seals, combustors, bearings, precombustion cups,
valve lifters, cams and turbocharger wheels. A particularly
important accessory component for many turbine applications
is a heat exchanger. Their utility arises from the fact that
as ceramics are used to increase engine operating tempera-
tures, the full efficiency benefits of those increased
temperatures are not realized without the use of heat
exchangers (or combined cycles) to recover heat from the
otherwise increased exhaust temperatures. The development
of ceramic (silicate) rotary heat exchangers was an import-
ant technological advance for present (metal) truck tur-
bines. Such exchangers are also an important factor in the
large projected efficiency improvements of using ceramics
in key hot section applications in turbines for cars.
However, a recent study+ shows that much broader use of

*To some extent, cost reductions and reduction of scarce
strategic metals can be a double accounting, i.e. under
many conditions increased scarcity of metals will increase
their price and hence improve the potential cost advantage
of ceramics. However, under embargo or similar curtailment
of supply, the advantage of reducing demand for critical
materials can extend significantly beyond the market
generated economic advantages.

+"Proceedings of the Workshop on High-Temperature Materials
for Advanced Military Engines," Vol. I- Workshop Discussion
and Summary, Vol. II - Technical and Programmatic Presenta-
tions, Donald M. Dix, John E. Hove, and Frederick R. Rid-
dell, eds., (Sept. 1979).

2



heat exchangers in conjunction with high engine temperatures
achieved by use of ceramics could have large impacts on a
number of key DoD applications. A number of these heat
exchanger applications would require higher temperature
ceramics of the same types as those being investigated for
turbines themselves. Both these applications and materials
are very closely related to development of ceramics for
large scale industrial heat exchanger applications, e.g. for
large energy savings in the steel industry.

The focus of this assessment is on key hot section
engine components. However, much of this report also
directly or indirectly bears on these other important
component or heat exchanger applications, which have most of
the same design and especially material issues in common
with key hot section components. Further, it should be
noted that the combined effect of successful usage of
ceramics in this range of related applications has important
national implications, e.g. as suggested by later comparison
to the Synfuel and large scale electronic integration
technologies.

Critical questions in ceramic heat engine applications
are whether this can be done with adequate reliability at
truly competitive costs. Reliability issues reflect both
the combination of the brittle behavior of ceramics and
their uncertain strength in aggressive engine environments
and the uncertainty of whether we know all the necessary
details of the environmental requirements. These uncertain-
ties must be weighed against the central payoffs and the
alternative routes to achieving at least part of the desired
goals from utilizing ceramics. A major conclusion is
ceramics can be used for important initial applications, but
that both the opportunity and need exists, to go signifi-
cantly beyond current capabilities to obtain a broader range
of applications and still greater payoffs.

II. ASSESSMENT OF THE CAUSES OF ENGINE FAILURES IN THE
DARPA! NAVY! GARRETT PROGRAM

While any assessment of this program must focus
extensively on the serious engine failures that occurred and
precluded the program from reaching its demonstration goals,
it is appropriate to first briefly review some of the
important positive aspects of the program. Important
contributions in the following areas are a direct result of
this program: 1) design with brittle materials, e.g.
successful demonstration of spin-proof testing of ceramic
blades in a metal disk, 2) design of turbine engines, e.g.
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combustor dynamics and engine thermal transients, and 3)
material processing, particularly in the area of surface
finishing, material characterization, and nondestructive
evaluation. Further, the program came reasonably close to
demonstrating the power and fuel consumption improvements
that were targeted (Table I). This is a milestone in that
this was a first time that the projected benefits of using
ceramics had been demonstrated in practice. (While the Ford
prog'ram demonstrated a number of hours of successful engine
running at high temperatures, it was with incompletely
bladed rotors and hence did not demonstrate power/efficiency
improvements). A particularly important outcome of the
program, as discussed below, is that the ceramic bladed
metal rotors appear to have been successful.

Despite these important outputs of the program, the
disappointing fact remains thau the program experienced
major engine failures" which precluded the program from:,
achieving its 50 hour demonstration goal within the orig-
inal funding limits. While earlier, lower power, failures
were solved by going to a much gentler light - off cycle,
subsequent failures were mainly shortly after going to full
power conditions. Further, static and rotating components
respectively successfully passed ovcrstress static and
rotating rig tests. Thus, while the failures occurred, and
were very disappointing, the above suggest that while the
goal was missed, it is achievable.

Two important factors emerge from the following sum-
marized assessment of this program. First, the ceramic
bladed metal rotors appear to have been completely success-
ful, i.e. were a success hidden by the failures resulting
from the static components. Second, there is a clear need
for better understanding and control of interfacial phe-
nomena, i.e. between ceramic components and ceramic or
metal components whether or not they have an intervening
complaint layer.

Consider first the evidence that the blades were a
success and not the source of engine failures. In the one
rig test in which a blade did fail (due to an identified,
and subsequently eliminated, vibration problem), it failed
down in the attachment region, the expected region of

*An important outcome of the failures themselves is that

they demonstrate that there is no serious problem to
failure containment. This, for example, appears to make it
feasible to use a sheet metal housing rather than a heavy
cast housing for turbochargers with ceramic wheels, thus
saving significantly both in weight and cost.
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failure, because of the significant maximum stress there.
The failure of this one blade then "cobbed" the rotor; i.e.
broke off all the rest of the blades above their platforms.
All of the remaining blade stubs showed significant impact
damage from the fragments of the first and subsequent failed
blades. In the engine failures, all blades were "cobbed"
with no failures down in the attachment region strongly
arguing against any bade failure in view of the relatively
low stress in the blades above the platform and the fact
that ill blades had successfully past an overspeed proof
test. Further, blade stubs showed signiticant evidence of
particle impact and Garrett testing had demonstrated that
impact of reaction sintered silicon nitride (RSSN) chips as
small as about 2 grams can destroy a blade. The apparent
success of the ceramic bladed metal rotor in the Garrett
program is supported by the successful spin testing of a
ceramic bladed metal rotor at Pratt and VWhitney.

On the other hand, considerable evidence points to
static components as the source of failure. First, lower
strength of the static, RSSN, components meant that the
ratios of strength to peak design stresses were less than
150o and in some cases possibly as low as about 120"-, in
contrast to approximately 200/o or more for the hot pressed
Si3N4 blades. Second and more specific is the fact that
in some engine tests, static components were found to have
cracked or chipped during the run but with pieces retained
so that they did not lead to complete engine failure. Also,
earlier work associated with lightoff problems had revealed
that the RSSN static hardware was being damaged, i.e.
cracked or broken due to thermal transients from lightoff
snowing the marginal capability of the RSSN components
vis-a-vis the hot pressed blades*. It appears extremely
probable that similar cracking durino engine runs resulted
in complete engine failure due to cracked pieces falling
into the flow path. This could result from their location
not allowin 6 them to be held in place alter cracking or due
to vibration, or to thermal growth, or contraction with
changing temperatures. As noted above, Garrett tests show
that relatively small chips of RSSN can take out blades and
tie resultant high velocity fragments would take out
remaining static and dynamic components. It also appears
highly probable that impact damage from ceramic chips would
propagate both upstream and downstream in the engine so that
a cracked or chipped piece from even a second stage vane,
for example, would most likely take out the entire engine.

*As noted earlier, these observations led to a modified
lightoff cycle to minimize such thermal transients.
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work to improve the performance of their jet engines. Two
leading candidates initially involved En this U.S. prograi,
were apparently a BeO based "porcelain" material and silli-
manite (A1 2 0 3 -SiO2) (Table 2). Comlete ceramic bladed
metal rotors were made and tested to temperatures o:
approximately 1800OF (Fig. 1A). Rotors could apparently
sometimes be brought successfully up to temperature and
speed, but failures often occurred, e.,,. on cool-down. The
next phase of this work in the 50's was developnent of
cermets (Fig. IB) which also proved unsuccessful (Table 2).
It is, in fact, this lack of success which apparently gave
cermets their bad name, i.e. that tley represented the
combination of the worst properties of metals and ceramics
insted of their best properties. (This is a misleading
representation for other uses, e.g. cutting tools.) During
these periods, there was also some effort to utilize ceram-
ics (apparently, typically A1203 based materials) in
internal combustion engines includin, uoth pistons and
cylinder liners.

An important question is what has changed in the inter-
vening years to make the prospects of us ing ceramics in heat
engines successful. Four key changes can be cited. First,
and foremost, is that the driving force has significantly
increased, and will continue to increase, creating a much
greater need for efficiency as well as the important need to
reduce use of scarce materials which in many cases also
translate into added economic advantage of using ceramics.
Second is thu significant difference in design technology,
particularly the availability of computers and finite
element techniques. Although, as noted elsewhere, these
techniques need further development and improvement, they
are clearly a major asset. Third, we have much better
materials, i.e. materials with the combination of higher
strength, toughness, and lower thermal expansion (to limit
thermal stresses), Table 2. Fourth, though much remains to
be done, we have made important strides in design-material
evaluation capabilities based on fracture mechanics, includ-
ing the developing technology of proof testing and/or
nondestructive evaluation coupled with emerging life predic-
tion methodology.

The key question is of course whether or not these im-
provements are sufficient to make the use of ceramics in
heat engines successful. It is the judgment of this author
that we now have the materials and technology for useful
introduction of ceramics in heat engines, e.g. as suggested
in the current ceramic heat engine programs. Blades appear
most promising in the near term from the standpoint of
demonstration, quality assurance, and payoff, but success,

L9

4 A .



0
C144

CD - CL(
4).-~ M -14 I-~ I

U C)-.

o 0

N J CCv C4 C4 0
Q) C-4-44 l

4 C

S0u

o~U)

-4-

0 ,,

00 00 ~ ~ -1-0 -40 r U

41-4

-I N -d N -CN 4 , + ~
C)C

(n Q). -4Q)4



E 4
0 00

-4, C: ) 4

~0 ON'

co 00- 4 

ac 4- 4~j CL

w~~~~ oS-io ) 00

&. Cd 0 4

j co. co
rciC)

c-1 cco~

-40 co

~~L4

141

-44 _













70-

" 60

Chrysler!Williamsm io _ AGT. DoE ($65M)

30&- DDA Pontiac go

AGT, DoE ($60M)

20

Garrett, FordO
AGT. DoE ($53M)

DoE Support-,

Teledyne- ($8.5M)

ARPA ($0.8M)

1 0 _ DDA 'z 9' - . (CATE)

- Westinghouse DoE ($43M)
8DoE ($1.2M)

S 7 --Garrett ----

6 Garrett ArFr ($2.5M)

" 6D o E ( $ 0 .7 M ) -- -- Sop -

I.-< 44-Ga r t
o ARPA ($12M)

0

< 2

Ford Westinghouse
ARPA ($20M)

1 _ _j I I I I I

71 72 73 74 75 76 77 78 79 80 81 82 83 84 85

YEAR

Figure 2. Investment in Ceramics for Turbines. 11ote
that the rise of funding with the initiation of a
program does not necessarily reflect the funding on
that program, since it may also be effected by reduced
funding due to completion of other programs. Horizontal
arrows define the time of a program and the approximate
total funding is shown in (). Note the possible Phase 2
funding for the DoE power generating turbine (Ceramic
Turbine Readiness) program are not included since the
status of this program is uncertain.
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attitude, of turbine engine manufactures in these team
programs is encouraging.

The other major engine program, the Army/Cummins pro-
gram is the only major piston engine program in the U.S.
(Carborundum and possibly other firms are conducting some
work on components such as valve lifters for piston en-
gines). The immediate goal of the Cummins program is an
adiabatic turbo compounded diesel engine. A subsequent goal
is to make this a minimum friction engine. This aggressive

program is oriented around the substitution of key ceramic
conponents in the large (400 HP) six cylinder diesel truck
engine, with the most critical components being ceramic
piston caps and ceramic cylinder liners. Two sources of
successful piston caps have passed all single cylinder
engine testing; namely hot pressed Si 3N4 caps from C11TRC
and from Toshiba. While some initial problems in shrinking
hot pressed Si 3 N4 cylinder liners into metal sleeves
were encountered," subsequent tests of ceramic cylinder
liners appear to be progressing well. (Although at least
one commercial source was sought thus far, the only suc-
cessful supplier of a hot pressed Si 3N 4 cylinder liners
was Toshiba.) This program represents an excellent initial
evaluation, and suggests important opportunities to be
explored with subsequent material development.

IV. DESIGN ISSUES

Several design issues need to be addressed. The
broadest and most general need is for design verification
and iteration. In view of the complications found in
complete engine programis to date, emphasis for such verifi-
cation should more appropriately be placed on one or two
types of components in engine or rig type tests. While
tests of vanes deserves consideration, the apparent success
and potential greater utility of blades, or wheels (e.g.
for radial engines or turbo chargers) suggest these as good
candidates for near term tests. Such tests should verify
predicted safe operation by successful running at design
conditions, which may require some design iteration.
Running conditions should include start and shut-down
transients as well as steady state. After successful demon-

*Analysis of this failure by the author and colleagues

indicated that it represented a contact stress type
failure.
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stration, sufficient components should be run to failure
both by going beyond short term design parameters, i.e.
going beyond normal transient and stead' state parameters,
as well as testing to failure after various service ti,:tes to
verify life capability. Both because of cost is well as the
beneficial impact on manufacturing/quality assurance, such a
program may be best done in conjunction with manufacturing
development programs. Such programs should emphasize
sintered materials, but hot pressed and possibly hipped
materials should be considered for comparison.

Two related general design issues are the integration
of ceramic coatings and monolithic ceramics, and use of
monolithic ceramics for purposes other than just tempera-
ture, and performance increases. Ceramic coating and
monolithic cera:mic programis are typically totally separated.
However, in view of the nearer term aid somewhat greater
payoff of monolithic ceramic blades, use of ceramic coated
metal vanes with them, deserves broader consideration. Such
mixed usage should also be considered in determining the
number of stages, work split, and materials for multi-stage
engines. Coating usage has been predicated as much or more
on issues other than performance, i.e. mainly corrosion
and life issues. However, monolithic ceramics have not
apparently been similarly considered, except in the Solar
program. Such applications for monolithic ceramics could
offer valuable payoff tor such specific applications a,. well
as in the ceraiic experience gained, e.g. in design, per-
formance, and manufacturing.

Another broad design issue is that: of combined cycles
and heat recovery. Using ceramics to increase operating
temperatures can provide increased performance. However, it
also often increases exhaust temperatures, so heat ex-
changers or combined cycles are needed to fully realize the
full potential performance improvement. The IDA High
Temperature Materials for Advanced Military Engines workshop
and the Cummins Adiabatic Turbo-Compounded Program are
examples of this approach. The increased consideration
being given to heat exchangers, e.g. in the DoE, CATE and
AGT programs is to be encouraged. However, broader consid-
eration of payoffs with compound cycles appear needed. Thus
for example, DDA reports a significant (e.g. > 25,) down
sizing of their AGT turbine engine by using an oversized
starter that can also provide an electrical boost to drive
train power for aiding the initial stage of acceleration.
This and the typical idle penalties for turbine engines
(e.g. approx. 2 mi/gal) suggests that a more detailed look
be given at hybrid turbine-electric auto systems. Such
dvelopmellt might loe turther aided by recently announced
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advances in batteries for electric cars. Hybrid (or other)
design studies should also consider the extension of
turbines to smaller cars. The Solar turbo-alternator might
serve as a useful model.

An important, more specific design issue is how to
improve our ability to analyze and hence design for multiple
interacting components and the resultant contact stresses.
As noted earlier, finite element techniques cannot be
considered absolute calculations, especially at this stage
of development for contact problems, and many people feel
that the analysis of contact stresses will require very
extensive development. There are, in fact, investigators
who feel that fully adequate handling of these stresses may
not be achieved by finite element methods, e.g. boundary
inte6ral equations techniques have been suggested as an
alternative. Two other related issues are: 1) the design
of interfaces to minimize contact stresses, e.g. to assure
that contact must always occur at more than one point under
all possible component orientations, and 2) to predict the
various combinations of orientations and uneven loadsharing
amongst various groups of stacked or otherwise contacting
components.

Another issue is the question of developing other
designs. The emphasis to date has been on axial engines,
but AGT programs focused on radial engines will more than
balance the relative degree of study. Beyond this, other
design approaches, especially novel ones are needed, and
should be a continuing endeavor. However, it is concluded
that the extensive implementation of ceramics in heat
engines can be done with conventional designs and does not
require a basic design innovation, e.g. consider Lndi-
cared success of ceramic bladed metal rotors in tl, arrett
and Pratt & Whitney programs, and successful runs of all
ceraiiic turbine wheels at Ford. This does not say that
new innovative designs would not be welcome nor useful.
However, they are likely to require substantial development,
and may not solve issues now impeding implementation of
ceramic uses in engines. Thus, for example, important
questions must be answered about the possibility of putting
ceramic blades in compression.

Putting blades in compression has some very desirable
aspects, but there are also some important questions about
this. The contact stress problem in existing engines is
basically a problem of tensile stresses from compressive
loadi i. Further, this type of problem is also suggested by
compressive testing wherein end finishing of specimens and
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tion avoids, for example, cross-contamination as a result of
inadequate cleaning or protection from other composi-
tions or entirely different compounds being processed in a
given laboratory.

Specialization is equally important and takes several
forms from the standpoint of both human endeavor and fa-
cilities. Consider first the facilities. Once a specific
composition and process is established, facilities can be
specilized for this in a variety of ways. Thus, for ex-
ample, wear of materials in processing facilities can be
specifically designed to provide minimum degradation of a
particular process. Milling media, ball mill liners, die
cavities, setters, etc. can be especially selected to
provide minimum interaction or degradation with the compo-
nents being manufactured. Equally important, dedicated
systems can be highly specialized for the selected process
composition combination. This can include for example
specialized heating profiles in injection molding dies,
and firing furnaces. It should also be obvious that the
dedication and resultant specilization of personnel assignecd
to a particular process in association with the above
facilities is an important factor in improving the overall
process. It is, for example, suggested that in at least
some ceramic components greater degrees of reliability can
be acnieved in manufacturing thian ini any laboratory envir-
onment because ot the combinations of these effects.
anufacture of spark plugs which is probably one of the

highest reliability, large volume, technological applica-
tions of ceramics is often cited as an example of this.

There are other critical or }ligh ly heteficial results
that would accrue from establihii actual manufacturing;
of one or -more ceramic component.,. As wi l1 be discussed in
Section VII, obtaining one or imore viaible ceramic products
either in heat engines or usin, the same ma terials and
technology in other (e.g. coal gasificationi) systems may
well be a critical necessity to 111ainltain the availability of
U. S. technology to put successful engine demonstrations
into practice. Such production would provide the necessary
maintenance of both a raw miaterial supply as well as the
actual fabrication technology itself. The other fundamental
benefit of establishing production manufacturing capability
is that it provides a base line [or much more accurate
extrapolation of capabilities, both in terms of technologi-
cal as well as economic variables. Further, it provides a
real basis from which further development of both material
and manufacturing capabilities can evolve.

23

* 4 I ' - ..





such composites. The other type of ceramic composite is
fiber composites wherein ceramic fibers are placed in a
ceramic matrix. While both approaches have been around for
a substantial time, significant development in both concepts
as well as processing capabilities, particularly the fabri-
cation of fine diameter high strength fibers, have opened up
significant new opportunities in this area (e.g. see Table
2). Further, there appear to be important opportunities
not only for developing each type of comiposite separately,
but also for potentially combining the two types of compos-
ites. Thus far these composite systems have demonstrated
capabilities for making up to approximately 10-fold in-
creases in fracture energy via the particulate composite
route and up to, or in excess of, 100-fold increases in
fracture energy via the fiber route. Both types of compos-
ites could have important nearer term applicability to
diesel and other piston engine applications as well as to
possible turbocharger applications.

Present ceramic fiber composites do not yet have the
temperature capability to meet the more demanding hot stage
turbine applications but there appears a good chance that
they will with further development. A major factor in the
development of ceramic fiber composites has been the devel-
opment of fine high strength SiC fibers in Japan. Signifi-
cant recent polymer chemistry advances by at least one U.S.
firm may further significantly improve the quality and lower
the cost of SiC fibers as well as have other important
ramifications in a number of ceramic processing areas
pertinent to the use of ceramics in heat engines. The rapid
and exciting development of ceramic composites thus appears
to offer very important opportunities for ceramics in heat
engines. However, more needs to be done on many of these
composite systems before they would be at the stage for
implementing into engine programs. On the other hand, the
conventional materials should be capable of performing a
number of important functions in heat engines and may often
have significant economic advantages over the composites.

Mlaterials effort to date for major hot section compon-
ents has been on binary compounds, e.g. those compounds
consisting of two types of atoms, e.g. Si3N4, and SiC.
Hlowever,as discussed elsewhere," there should exist many
ternary and higher order compounds, some of which may have

*"Overview of the Naval Research Laboratory Ceramic Tur-

bine Ilaterials Program," R. W. Rice, pp. 613-624, in
Proceedings of the 1977 DARPA/NAVSEA Geramic Gas Turbine
Demonstration Engine Program Review, John W. Fairbanks and
Roy W. Rice, eds., (March 1978).
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better properties for these applicatons. Definitive German
R&D work, and apparently some Japanese work, has started in
tnis area which may be very important to long term, develop-
ment.

Carbon-carbon (C-C) materials, because of their versa-
tility in fabrication and high toughness, also offer
interesting opportunities for applications in heat engines
if adequate oxidation protection can be obtained without
excessive loss of their toughness. A number of K&D level
exploratory programs are now underway to investigate such
utilization. Such programs are necessary before considering
the launching of any major programs since crucial the
question of whether truly adequate oxidation protection can
be achieved must be answered. The present assessmeut is
that it may be feasible to achieve adequate oxidation
protection for short life engines; however, it may be
necessary to develop some oxide-scale healing capability
into the carbon-carbon bodies. Some of the important
challenges here can be seen by recognizing that the typical
approach to oxidation protection of C-C materials is via
SiC coating. The significantly higher thermal expansion and
much higher elastic modulus of SiC in comparison with the
carbon-carbon can result in very serious stress problems in
these coatings. The Young's modulus difference will be
especially critical with rotating components or any other
components having significant mechanical stress as opposed
to just thermal stress. Other coatings such as those hased
on SiO 2 may be more compatible but have been much less
developed and are of greater uncertainty. Again, ho%.ever,
it should be noted that important developments in polymer
chemistry by one U.S. firm (related to the development of
ceramic fibers and composites discussed above) may also iYave
important impact on coating possibilities for carbon-carbon
material.

VI. RELIABILITY ISSUES

Significant advances have been :made in flaw deter-
mination by both proof testing and nondestructive evaluation
techniques and these in turn have led to significant ad-
vances in life predictions. However, much yet remains to be
done. Duplication of service stresses required by present
proof testing concepts has only been successfully done for
turbine blades. Adequate proof tests have not been devel-
oped and are seen as challenging problems for most other
components. NDE has made significant advances at the
laboratory level of flaw detection. However, real world
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application of this is still a sustantial distance off. The
ability to detect flaws has greatly advanced, but nore
so for isolated flaws, i.e. discrimination of critical flaws
from a background of noncritical defects or flaws or with
coarser surface finishes is less advanced, and detection of
diffuse flaws, i.e. collection of defect.; such as voids that
together make a critical flaw, is very uncertain. Equaly
critical is that,even if flaws are identified, we cannot
always determine their severity, i.e. what they quantita-
tively mean in terms of failure stress. Further, most 1JHE
has been on simple objects, not on coiple. geometries of
real components. Thus, useful probabilities of false accept
and false reject criteria cannot be set. Further, NDL and
proof testing cannot allow for tiiie/environmental changes of
material behavior due to either changes in flaw nopulations
or material properties and both may be less applicable to
ceramic composites. This is not fo say that N1E and
proof testing are hopeless. As noted earlier, spin proof
testing of blades (and rotors) is functional. NDE can
screen out many bad components, and may have important
process utility as discussed below. The key point is that
NDE and proof testing are presently and will continue for
some time not to be means of quantitatively deteriiininl
reliability within useful probibility limit-, for mo.,t key
components on a production basis. These techniques are much
more useful in demonstration programs.

However, it is felt essential to recognize that relia-
bility of heat engines and other high technology areas has
typically rested more on the interaction between process
control, detailed engineering evaluation, and design itera-
tion. This approach should also be successful with ceramics
and deserves far more attention than it has heretofore had.
The importance of design iteration has been briefly dis-
cussed earlier and is here again only reasserted. The focus
here is on the critical role that processing plays in relia-
bility. Although it is basically a truism, it often seems
to be forgotten that even with the best NMbi or proof testing
capability, practical reliability will not be achieved
unless the processing capabilities are adequate, i.e.
either the reject rate will be too high and/or resultant
cost would be exorbitant from such reject rates. In short,
if you can't mi'ke it right in the first place, you won't
make it right by any subsequent evaluation.

Two important aspects of processing capability and re-
liability should be noted. First, as discussed in the pre-
vious section, significant improvements in reliability can
be feasible in manufacturing as opposed to a laboratory or
pilot situation due to the dedication and specialization of
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people, and especially facilities. Secondly is the import-
ance of the in-process approach to NDE that has, for ex-
ample, been encouraged by some members of the Air Force.
The typical approach to tIDE appears to have been an end-
product evaluation approach as sketched in Fig. 3A; i.e.
where a component is produced and then is inspected to
determine whether it is accepted or rejected. The in-
process, i.e. real time, approach is to use many of the
advances that have occurred in NDE capability to signifi-
cantly expand the quality control inspection of the compo-
nents at as many of the stages of their processing as
possible or necessary as sketched in Fig. 3B. Note that the
qualitative nature of much of the present NDE is much less
limiting in this correlation approach. These two approaches
of Fig. 3 are, of course, not mutually exclusive since a
final accept or reject evaluation can be done with the in-
process NDL approach. However, the in-process approach
can significantly improve reliability based upon correla-
tion of the inspection results at various stages of pro-
cessing with performance. It seems that, in fact, for
most systems today, including metals, the in-process ap-
proach has been the typical one used, e.g. the lack of
quantitative correlation of defect character with failure
stress is a problem for further fracture nechanics devel-
opment and not unique to ceramics.

Finally, one other observation on end product NDE
should be noted. Current NDE efforts have focused on
specific qu3nitative defect determination for component
acceptance or rejection. This is scientifically the most
satisfying, useful, and sophisticated approach. However, in
addition to the limits of this quantitative approach noted
earlier, it is also likely to be more costly. An analog of
the process correlation approach may be applicable in a
number of useful cases and appears to merit more attention
than it has received. The real goal of NDE as product
assurance is to identify unacceptable components, not
necessarily the specifics of why they are unacceptable,
though this is clearly useful for process feedback. An
alternate 11DE approech is to find a correlation of component
response to a stimulus such as vibration or radiation (e.g.
IR) that, based on component tests, correlates with compo-
nent success or failure. While such an approach is poten-
tially much nore component specific, and hence uncertain,
there is some suggestion of this approach in earlier NDE
work on ceramics at TRW. Such an approach could, for
example, be investigated on a limited basis in the component
manufacturing design interaction component failure test
programs suggested.
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VIII. CONCLUSIONS A1D I'l'OME11,ENDATIONs

A. Conclusions

1) Static components were the cause of engine
failures in the ARPA/Navy/Garrett Program.

The primary conclusions regarding the engine fail-
ures in the ARPA/Navy/Garrett program are two-fold. First,
the highly probable cause of iailure uas cracking of RSSR:
static components. Thermal stresses, e.g. due to hot
streaking, and possibly vibration, may have contributed but
the priiiary cause of cracking and resultant failure appears
to be contact stresses. Second, the ceramic bladed rotors
were a success; the extent of which was left undeterminec
(or hidden) by the failure of the static components which,
in turn, destroyed the engine including the ceramic blades.

2) Use of Ceramics in turbine engines is feasible
with blades offering particula- nearer term
opportunities.

The general conclusions concerning ceramics in heat
engines are that the need is much greater and that a rangc
of important applications is feasible with present design
capabilities and types of materials. While static coiionent
failures in the Garrett programs show important problems,
they had some limited successes withi these components and
the fact that static components passed overstress rig
tests suggest that successfu] static components may not
require large material/design improve:ents. 'lore generally,
th much more extensive success of static components in th
Solar and Ford programs as ,ell as the developing vane
success in the DDA (CATE) program show that static compo-
nents can be developed, at least for somiJe applications;. The
blade experience in the Ford and especially the Pratt and
Whitney, and Garrett programs clearly show cerai ic blades
have been successful for the limited times involved in these
tests. In a number of important cases, ceramic blades -_n
metal disks can be used with other metallic components. in
suci cases, ceramic blades can provide 50% or more of the
benefits ot all ceramic hot section components. Further,
ceramic blades are also presently the only components for
which a L.ood quality assurance method exists, i.e. spin-
proof testing. Blades also see more uniform temperatures,
thus indicating blades as an area for earlier exploitation.

3) Use of ceramics in piston engines is also
t eas ible and can have benefits equal to
or 5 reater than use of ceramics in turbines.
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The success of piston caps and cylinder liners in the
large Cummins engine despite a limited budget and no mte-
rial development attests to the feasibility of extensive
ceramic usage in diesels. This is also demonstrated by the
success of other components such as precombustion cup and
valve lifters which attest to a wider range of less spec-
tacular, but iportant, uses of ceramics in piston engines.
Performance improvements at least as great as in turbines
combined with possible fuel versatility and larre reductions
in maintenance make such use of ceramics very important.

4) ::anufacturing is the key to ceramic en,,ine
applications since it determines reliability
and costs.

In order to implement the successfnl usage of ceramics
in key heat en,,,ine applications, the most central need is to
improve reliability. 1educing costs, improving design and
materials are also important especially to further extend
the use of ceramics both in the range and severity of appli-
cation. The key to both reliabhility and cost is :Ianufac-
turing capability. :)1 and proof testing of end prodlucts is
developing and useful. However, real world application of
these as an absolute arbiter of reliability is probably
still a substantial distance off Ce'cept for spin proof
testing of blades. Further, composite eraics which offer
significant potential for large increase- in toughness and
hence reliability may be les, amenable to useful :DEI.
These ND. observations, thus, reinforce the need for manu-
facturing capability.

5) Emphasis on ceramic manufcturinp, dexelopr;ent,
which has been the most critical deficiency in
efforts to use ceramic in engines, is needed
not only for technical reasons, but also to
maintain U.S. supply and competitivenc';s.

The critical deficiency of heat engine prograws to
date has been the lack of parallel material development with
toe lack of manufacturing development beinp the greatest
deficiency. The properties, and especially the reliability
of ceramics, nre particularly sensitive to manufacturinp, and
this is likely to increase with )ette r ceramics, e.g.
ceramic composites. Further, greater reliability can often
be achieved in manufacturing than in laboratory or pilot
situations due to dedication and specializations of both
people and equipment in manufacturing. ha t is needIek is
3uitable characterization of steps in the manufacturin: I
process to correlate with end product performance and prob-
ably NDE in an iterative fashion. This need distinguishes
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such development from many typical manufacturing technology
programs and puts a substantial research trust to it.
Emphasis on manufacturing is also very important to sustain
key corporate commitment to programs and to maintain the
competiveness of the United States in the presence of
impressive foreign capabilities.

6) Broader ranges of engine types, components
within engines, and ceramics to meet these
needs should be considered both to improve the
opportunity for, and the extent of, successful
use of ceramics.

A number of other conclusions on technical issues
should be noted. Key hot section components should continue
to be the focus of work but a broader balance of applica-
tions needs to be addressed. Some less demanding components
may be excellent for initiating manufacturing capabilities
and provide a basis from which to develop the manufacturing
capability of more demanding components. The broader
balance of applications should include more work on piston
engines, combined cycles and/or hybrid engines and heat
recovery, and material types. Better tradeoff and/or
integration of ceramic coatings with monolithic ceramics is
needed in design and development. A broader range of
material development is needed for nearer term piston engine
application and longer term impact on other systems such as
turbine hot section components. Ceramic composites are an
important component of such materials work offering nearer
term potential for piston engines and possibly turbo-
chargers, and longer term potential for turbine hot section
components. Carbon-carbon materials also are important
po sii)ilities but more R&D is needed, e.g. on self healing
coating capability, before key hot section application under
critical oxidation conditions should be considered. Appli-
cations in noncritical areas, then short life applications,
should be explored.

7) Novel designs, while potentially useful, are
not needed for successful use of ceramics.

Other conclusions specifically on design issues
.ire that the use of novel designs is not necessary for
successful use of ceramics and that existing design tech-
nology needs improvement. Novel designs such as use of
ceramics in compression should be explored on an P&D level
since they may improve ceramic utilization. However, a
better understanding of compressive behavior of ceramics is
needed. Improving design technology requires improvement
and verification of analysis techniques. Verification
requires testing to failure and design iteration.

37



8) Better administrative coordination, increased
emphasis on basic technology versus demonstra-
tion programs, are needed. Designatin,-
ceramic uses in engines as a national program
is suggested as a means of accomplishing this.

A number of important administrative conclusions
should be noted, or re-emphasized, from the above technical
conclusions. Large demonstration programs have been, and
will continue to be, key steps to success. However, a
variety of needs exist on various scales that must be
addressed but which often lack the "glamour" of demonstra-
tion programs. Ceramic manufacturing, development of better
ceramics, and design technology improvement are particularly
important examples of this need. Better integration of
funding support in these areas, particularly the materials
area, is needed. The extent of the above material-design
needs is beyond the scope of R&D funding but has been left
lacking because a comprehensive approach could not be sold
for any one demonstration program. However, there are
extensive material needs that cut across application and
agency needs. Establishing the thermal mechanical relia-
bility of one or two key ceramic components, e.g. a turbine
blade or a turbocharger rotor has important ramifications
for not only a variety of turbine applications, but piston
and heat exchanger applications as well. Both the tech-
nical and economic scope of the opportunity/need of ceramics
in heat engines and the administrative benefits indicate
that much of this effort needs to be designated and run as a
national effort.

9) A much more cooperative industry-government
relationship is needed, but industry must
continue to exercise vigorious initiative in
recommending and developing programs.

Government agencies and studies such as this one
can help but industry must make major contributions to
policy decision and must be the primary source of programs
to implement the technology. A study, such as this one, can
identify needs and opportunities but the concepts of how and
where to implement these must come from industry.

B. Recommendations

Implementation of, or action on, the conclusions
of this report depends on a variety of factors. These
include funding availability, funding organization needs and
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priorties, and methods (i.e. ho to accu;i-plish the goal) as
well as interactive effects of implied and existing programs
arid the input of organizations to conduct the work. Thus,
recommendations must be more limited uLt a number can be
made starting with the immediate conclusions from the
Garrett program.

1) Verify and determine extent of ceramic blade
success, then apply such success.

At least one program to specifically verify the
indicated success of ceramic bladed rotors should be funded.
If this is substantiated, then programs to further define
(e.g. to extend life) and utilize the capability of such
rotors need to be initiated.

2) Determine solutions to contact stress problems.

Present empirical programs on contact stresses
need to be expanded for nearer term solutions while several
more basic experimental and analytical R&D programs are ini-
tiated for longer term solutions. One to three R&D pro-
grams on the micromechanics of bulk compressive failure, a.,
well as surface (i.e. contact initiated) failure during
compressive loading, should be initiated to determine the
design limitations of ceramics in compression. These should
specifically address cyclical loading and effects of oxida-
tion.

3) Establish substantial ceramic reliability-
manufacturing-design iteration program empha-
sizing sintered materials probably with
rotating components.

At least two substantial programs or at least one
lar~e program are recommended to better define the relia-
bility of ceramics and design by testing components to
failure and allowing design iteration. This type of program
should be done in conjunction with the recommended manufac-
turing development for reliability. An outline of the
proposed program structure is sketched in Fig. 5. Suggested
candidates are blades or rotors (e.g. for turbochargers)
from Si3N4 and SiC, preferably emphasizing sintered mate-
rials. A study is recommended to select one to four ceramic
components, the mechanisms for, and possible participants
in, a program to establish actual production and use of the
selected ceramic components. Such selection is recommended
by 1984. Such programs must involve substantial direct
funding to the ceramic component manufacturers.
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